POCT Site I.T Specifications

1. 15U Network cabinet  (Must Supply Brochure)
1. Cat6 Network Points, 3m Flyleads,  1.2m patch leads (Molex)
1. 3KVA UPS, specs below. Ensure the UPS is connected to the Hospital Generator Power Supply. (Must Supply Brochure)
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1. 24 Port Network switch – Specs below, ensure switch comes with 4 SFP Ports for Fibre connection (Must Supply Brochure)
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1. Fibre Connection  - (Including all material required to connect both switches)
1. 24 Port patch panel (Cat 6/Molex)
1. All trunking to be 100/100
1. 10 way / 5 way power adapter, installed in the network cabinet and connected to the UPS
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Specifications for UPS.
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Capacity : 3KVA /2400W

Input Voltage: 220V/230 AC Single Phase

Output Voltage: 220V/ 230V AC Single Phase

Frequency - 50HZ up to 60HZ (auto sensing)

Minimum 1 years replacement Guarantee

Audible Alarm for Following Conditions:

Main Failure
Battery Low

Overload Protection

10ms Max transfer Sme on AC mode to/from
batiery mode , AC mode toffrom bypass mode.

Bidder  Must  provide  Manufacturer
‘specification/brochure to confirm
specification
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C9300X-24HX (24 port Cisco

UPOE+, 24x 10G Multigigabit
(10G/5G/2.5G/1G/100M).
DNA 3 Year Term License.

Smartnet 3 Year Term License.




